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[PLAN SHEET SIZE: 24”X36”| i ,(\)/ J N
LANDSCAPE NOTES: SURVEY NOTES: / QA \ L <
1. SUBSTITUTIONS: PROPOSED PLANT MATERIAL MAY BE 1. TOPOGRAPHIC INFORMATION OBTAINED FROM SURVEY PERFORMED BY OTT 3 J I
SUBSTITUTED BY SIMILAR SPECIES OF EQUAL QUALITY AND CONSULTING, INC., ON APRIL 09, 2025. 3 J 1 O I
CHARACHTER ONLY WITH THE PRIOR APPROVAL OF BOTH THE 2. HORIZONTAL DATUM IS BASED UPON PENNSYLVANIA STATE PLANE SOUTH IS
TOWNSHIP AND THE OWNER. ZONE 3702, NAD83 (2011). 8‘!‘
2. MULCHING: ALL INDIVIDUAL PLANTS AND PLANT GROUPINGS 3. VERTICAL DATUM IS BASED UPON NAVD88 GEOID12B. S AT -= re— . - —
SHALL BE MULCHED WITH A MINIMUM 2—INCH LAYER OF 4. THIS SURVEY IS SUBJECT TO EASEMENTS OF RECORD AND ANY OTHER ] (— C ) E) ) ¢ )
DOUBLE—SHREDDED HARDWOOD BARK MULCH. MULCH SHALL PERTINENT FACTS WHICH A TITLE SEARCH MAY DISCLOSE. N - S T A ~~
BE KEPT CLEAR OF TREE TRUNKS AND SHRUB CROWNS. 5. UTILITY LOCATIONS SHOWN HEREON ARE FROM ABOVE GROUND >
3. BLIIE_ITgAEEOPRRE?g\IRATTISNI:N SCTOANLTL%%T'\?RA SSA'\IL(ISTIF;E(RI;(EFEM A PA OBSERVATIONS AND MARK OUT OR PROVIDED PLANS AS ORDERED THROUGH N
= THE "PA ONE CALL” SERIAL NO. 20250972451. THE TYPE AND LOCATION g!
UTILITES PROVIDERS. = PLANTING LOCATIONS MAY BE OF THE UNDERGROUND AND OTHER UTILITIES IS NOT GUARANTEED TO BE §l_ .ﬂl’“ (Aﬁ 'n) =~ ’(\7— (f’\ BN (f‘\ [l
ADJUSTED IN THE FIELD TO AVOID CONFLICTS, BUT ALL ACCURATE OR ALL INCLUSIVE. THE USER OF THIS SURVEY IS RESPONSIBLE B W S NS _(_\ J T s S e - C
ADJUSTMENTS MUST REMAIN IN FULL COMPLIANCE WITH FOR MAKING THEIR OWN DETERMINATIONS AS TO THE TYPE AND LOCATIONS ! s & - Q| T - = ‘-‘e"i(
TOWNSHIP ORDINANCE. OF UNDERGROUND AND OTHER UTILITIES AS MAY BE NECESSARY. ! S| (L M N S
4. PLANT MATERIAL STANDARDS: ALL PLANTS SHALL BE 6. IF DIGITAL INFORMATION IS ALSO SUPPLIED, IT IS DONE SO FOR / (o > D (((3) 3 N
NURSERY—-GROWN STOCK, FREE OF DISEASE AND INVASIVE INFORMATIONAL PURPOSES ONLY. THE ORIGINAL SIGNED AND SEALED | = X | AN = 5o ! - 1 G F
SPECIES, AND SHALL CONFORM TO THE CURRENT EDITION OF DOCUMENT IS THE DOCUMENT OF RECORD. 'l Y PE\ Q Q LQK% t ! va? 1 %Q 1 R
THE AMERICAN STANDARD FOR NURSERY STOCK (ANSI 7. ACCORDING TO FEMA ON 5/05/2025 THE PROJECT AREA IS LOCATED IN % SN N Ilon= ( =9l =P N LYW
Z60.1). ~ALL PLANTS SHALL BE GUARANTEED FOR A ZONE X (AREA OF MINIMAL FLOOD HAZARD) MAP # 42077C0227F, / > . Ll i SRS R D | Sa 2 O%F 39 SIS
MINIMUM OF EIGHTEEN (18) MONTHS AFTER INSTALLATION. EFFECTIVE DATE 7/16/2004. h < | N § N 1 (8 T IS § S | SUNY g\; 8 0y : g’ § % g Qo ‘g
5. ROOT PREPARATION: REMOVE ALL NON-—BIODEGRADABLE 8. RIGHT—OF—WAY INFORMATION SHOWN HEREON WAS TAKEN FROM DEEDS ] 3 DI N SHUN S SOANES IR SER ) Q4R
ROOT WRAPPINGS, SYNTHETIC BURLAP, AND WIRE BASKETS AND MAPS OF RECORDS. S N SR IASL [N x NPT N IFEY O ) AR
PRIOR TO PLANTING. NATURAL BURLAP, IF USED, SHALL BE LL,/ = 4 I NS 3 | LSS WSO LSO
LOOSENED AND PULLED BACK FROM THE TOP ONE—THIRD OF PREVIOUSLY GRANTED VARIANCES: N S GH G 2 il NP, -3 N g : 323 : S
THE ROOT BALL. BY DECISION OF THE SOUTH WHITEHALL TOWNSHIP ZONING HEARING BOARD 3! IS = 3 N b %“g N L SR ERS NN 9
6. WATERING: CONTRACTOR MUST PROVIDE ADEQUATE AND (DOCKET NO. ZHB—2016—15, DATED NOVEMBER 22, 2016), THE APPLICANT WAS § < & X 'l EZE%Q S | I S0 Pk = 5% <
CONSISTENT WATERING THROUGHOUT THE ESTABLISHMENT = GRANTED DIMENSIONAL VARIANCES FROM SECTION 12.28(C)(5) OF THE ZONING - ———=- - - Dol 2120739 EQ | 79248 - £
PERIOD TO ENSURE HEALTHY PLANT GROWTH AND SURVIVAL. " GRDINANCE AS FOLLOWS: (1) A FRONT YARD SETBACK VARIANCE OF 16.82 “‘ 3y x5 3 . l
7. TREE MEASUREMENT: TREE CALIPERS MEASUREMENTS SHALL  prer pERMITTING A FRONT SETBACK OF 58.18 FEET WHERE 75 FEET IS S ¢L3 S
” ’ . S N
ACCORDANCE WITH ANSI STANDARDS. PERMITTING A SIDE SETBACK OF 30.91 FEET WHERE 50 FEET IS REQUIRED 5 ®
BETWEEN THE PLANTING PLAN AND THE PLANTING SCHEDULE, :
THE PLANTING PLAN SHALL GOVERN WITH RESPECT TO ' f
PLANT QUANTITIES AND LAYOUT. ] H SOURCE: LVPC GSl ZONING MAP: SOUTH WHITEHALL TOWNSHIA
MAINTENANCE NOTES: ! LOCATION MAP
1. ESTABLISHMENT PERIOD: CONTRACTOR SHALL PROVIDE / /(f\\ mﬂ ﬂ(‘m\ AN (-(\\ ﬂ ﬂ (-(\\ (\D / SCALE: 1" = 1000’
MAINTENANCE OF ALL LANDSCAPE MATERIALS FOR A ) ( ( ) C
MINIMUM OF EIGHTEEN (18) MONTHS FOLLOWING L / N J € (
INSTALLATION, INCLUDING WATERING, WEEDING, MULCHING, N/F LANDS fOF N \ f NN N/ LEGEND
PRUNING, AND REPLACEMENT OF DEAD OR DECLINING SANISKT MARTIN W &/ DIANE . = ™ / PROPOSED
PLANTS. PAR ID# 546782366023 1 i RS Q PROPOSED
2. WATERING: ALL PLANT MATERIAL SHALL RECEIVE DEEP, : SITE BENCHMARK
CONSISTENT WATERING DURING THE ESTABLISHMENT PERIOD. c“\,’ / o IRON PIN ®
CONTRACTOR SHALL ENSURE THAT SOIL MOISTURE IS A~ ~
SUFFICIENT TO PROMOTE ROOT ESTABLISHMENT, o <\)) 4 ? <' D, = CONCRETE MARKER .
PARTICULARLY DURING DROUGHT CONDITIONS. o) _ WSS - - PROPERTY LINE
3. MULCHING: MULCH SHALL BE MAINTAINED AT A DEPTH OF N\
2-3 INCHES AROUND ALL TREES AND SHRUBS. MULCH SHALL Wl / C) J I ’ . — —————-—— RIGHT-OF=WAY LINE
NOT BE PLACED AGAINST TREE TRUNKS OR SHRUB CROWNS aH sosoe IS e SETBACK LINE
TO PREVENT ROT AND PEST INFESTATION. © _ ~r varD b
4. PRUNING: PRUNING SHALL BE LIMITED TO THE REMOVAL OF <> 3 ( SETEACK 1 - —— - EASEMENT LINE
DEAD, DAMAGED, OR CROSSING BRANCHES, AND SHALL BE \ ' R e O ] PAVEMENT
PERFORMED IN ACCORDANCE WITH ANSI A300 STANDARDS & AW ovesrory . DRAWZEN M) I N N\ T —Vvees s T uJur—— e oo ke
FOR TREE CARE. TOPPING OR IMPROPER SHEARING OF TREES s N é ) s , BUILDING
IS PROHIBITED. Q ‘ = CONTOUR
2 Ny -/
5. FERTILIZATION: FERTILIZER SHALL NOT BE APPLIED AT THE v N/F LANDS OF N}
TIME OF PLANTING. IF REQUIRED FOR PLANT HEALTH, “‘L: O Pj;/ggsggjp/%%ﬁo%ﬁr ) § CURB
SLOW—RELEASE OR ORGANIC FERTILIZERS MAY BE APPLIED IN P ~ 0 DEPRESSED CURB
SUBSEQUENT YEARS, BASED ON SOIL TEST ;§ PAR D¢ 546781173897 1 & 1 IS,
RECOMMENDATIONS. S o TREE LINE
6. PEST AND DISEASE MONITORING: ALL PLANTINGS SHALL BE N TRENCH FOR (SOL - s == == \|UNICIPAL BOUNDARY
INSPECTED REGULARLY FOR SIGNS OF PESTS, DISEASE, OR 1y , =
INVASIVE PLANT COMPETITION. INTEGRATED PEST WIRING 1" WIDE X )\_/{:) N LANDS OF = == =——— === /ONING BOUNDARY
MANAGEMENT (IPM) PRACTICES SHALL BE USED IN LIEU OF DEEP X 230’ Y ST JOSEPH THE WORKER FENCE O
ROUTINE CHEMICAL APPLICATIONS. fel PARISH CHARITABLE TRUST STORM SEWER
7. REPLACEMENT: ANY PLANT MATERIAL THAT DIES OR ', 0 PAR |D# 546781520384 1
DECLINES BELOW AN ACCEPTABLE CONDITION WITHIN THE N D) ' STORM SEWER MANHOLE
EIGHTEEN (18) MONTH GUARANTEE PERIOD SHALL BE INLET
PROMPTLY REPLACED BY THE CONTRACTOR AT NO & —EQUIPMENT LINEUR, NP PAD, /
ADDITIONAL COST TO THE OWNER. REPLACEMENT MATERIAL Y | UNISTRUT W/ CONCRETE , SANITARY SEWER
SHALL MATCH THE ORIGINAL SPECIES, SIZE, AND QUALITY 3 | FoUNDATION SANITARY CLEANOUT
UNLESS OTHERWISE APPROVED BY THE TOWNSHIP AND N UNBEREROUND JO
OWNER. — 1 < SANITARY MANHOLE
8. LONG-TERM CARE: AFTER THE GUARANTEE PERIOD, THE : BORE OR OPEN , H WATER LINE
OWNER SHALL ASSUME RESPONSIBILITY FOR THE CONTINYED TRENCH, 350"+ ‘ R=178.01 h
CARE AND MAINTENANCE OF ALL LANDSCAPE MATERIAL IN , L L=84.50’ . WATER VALVE
-\ oq 42, ” . .
ACCORDANCE WITH TOWNSHIP ORDINANCE REQUIREMENTS: PROPOSED 12"~ 4=271155" TS WATER HYDRANT
WIDE STONE CH=N491332"W (g e GAS LINE
— ACCESS PATH 8371 ' ( GAS VALVE
TS b, [:) _’(:) N 575 ) 56253 ) 2 ) | ~ f(f\ ELECTRIC LINE .
~~ ——— ~ o ) R s N O ¢ 1 - T UTILITY POLE
2 e D ~ SOLAR PANEL —
APPLEWOOD| DR. - %! SHRUB /TREE
N/F LANDS OF i |
SANISKI” MARTIN W & DIANE - - O\
PAR ID# 546772658961 7 9y T an cenr ] D Y I Y S W T Ay bty Fop e e s L i e e T 9% ST B i SO S U I % DATE ~ LAST REVISED
i SIGHT DISTANCE CLEAR SIGHT ) ’ ) S U () e LOT CONSOLIDATION PLAN
XlaTFl,N'f‘? D?QVE&PH TRIANGLE (TYP.) EXISTING DRIJEWAY *1 OF 1 LOT CONSOLIDATION PLAN 6—20-25 10-09-25
P NG | 780" EXISTING (30 MP.H, 130 M.P.H. LAND DEVELOPMENT PLAN SET
%ﬁmm 197 REQUIRED 225 EXISTING |.512" EXISTING *1 OF 6 SITE PLAN 6—20-25 10-09-25
H R=178.01 : GENERAL NOTES: QUIRED. 12185" REQUIRED 2 OF BEXISTING FEATURES PLAN 6—20-25  10-09-25
L=85.06" o 1. THE INTENT OF THIS PLAN IS TO DEPICT THE CONSTRUCTION OF A NEW SOLAR PANEL ARRAY AND 3 OF 6 E&SPC PLAN 6-20-25  10-09-25
—4=2722'38 ASSOCIATED IMPROVEMENTS. <> 4 OF 6 E&SPC PLAN DETAILS 6-20-25  10-09-25
CH=N76:30"48" K 2. THE WORD "CERTIFY” IS AN EXPRESSION OF PROFESSIONAL OPINION BY THE SURVEYOR AND/OR *5 OF 6 PCSM PLAN 6—20-25  10—-09—25
84.25° ENGINEER. “CERTIFY” DOES NOT CONSTITUTE A GUARANTEE OR WARRANTY. 6 OF 6 PCSM DETAILS 6—20-25  10-09—25
T — \ e S I o e
T~ \ 4. THERE ARE NO KNOWN ROCK OUTCROPS, STONE FIELDS, CLOSED TOPOGRAPHICAL DEPRESSIONS, OR ZONING DATA: *F1>L21551 T"STBEC%VEECR(?RGDEES’ LAN (US SOLAR DEV.) 5-9-25 6-9-25
OTHER FEATURES OF GROUND SUBSIDENCE WITHIN THE PROPERTY BOUNDARIES. ZONING DISTRICT: RR—3, RURAL RESIDENTIAL—J
\ 5. IN SATISFACTION OF THE REQUIREMENTS OF SALDO §312—36(D)(4), THE APPLICANT SHALL PROVIDE A EXISTING REQUIRED ~ PROPOSED
FEE—IN-LIEU OF OPEN SPACE DEDICATION TO SOUTH WHITEHALL TOWNSHIP. THE AMOUNT AND TIMING MINIMUM LOT SIZE: 12.08 AC 5 AC 12.08 AC
PUBLIC IMPROVEMENTS - OF THE FEE SHALL BE DETERMINED BY THE TOWNSHIP IN ACCORDANCE WITH THE SUBDIVISION AND MINIMUM LOT WIDTH: 215 FEET 300 FEET 215 FEET
ANTICIPATED COMPLETION: LAND DEVELOPMENT ORDINANCE. MINIMUM YARDS: FRONT: 75 FEET 75 FEET 75 FEET 1 | 10/09/25 PER_TWP. CMNTS. JB
iyl ALY U Ve L . 6. THIS PLAN HAS BEEN REVIEWED BY THE TOWNSHIP STAFF AND TOWNSHIP ENGINEER FOR CONSISTENCY SIDE: 50 FEET 50 FEET 50 FEET
THE APPLICANT ANTICIPATES THAT WITH MUNICIPAL REGULATIONS AND ORDINANCES RELATING TO LAND USAGE AND DIMENSIONAL REAR: 50 FEET 50 FEET 50 FEET NO.| DATE REVISION BY
= ALL REQUIRED PUBLIC IMPROVEMENTS REQUIREMENTS OF ZONING. INVESTIGATIONS REGARDING PERIPHERAL LAND AND PLAN ISSUES WHICH MAX. BUILDING HEIGHT: <50 FEET 50 FEET 50 FEET © 2025
/.35 ASSOCIATED WITH THIS PROJECT WILL ARE NOT REQUIRED AS PART OF A REVIEW PROCESS, SUCH AS CLARITY OF TITLE, SUBSURFACE MAX. LOT COVERAGE: 0% 75% 13%
BE COMPLETED BY SUMMER 2026. CONDITIONS, INCLUDING, BUT NOT LIMITED TO, SOIL AND WATER QUALITY, KARST GEOLOGICAL ACTIVITY,
2 AND HISTORIC AND ARCHEOLOGICAL ISSUES, OR SUCH OTHER ISSUES (AS APPROPRIATE) THAT MAY ZONING DISTRICT: R—3, LOW DENSITY RESIDENTIAL
N LANDS OF 748 ’ AFFECT THE MERCHANTABILITY OF THE LAND, HAVE NOT BEEN INVESTIGATED OR REVIEWED BY THE EXISTING REQUIRED ~ PROPOSED
/! g </ / OUTSIDE AGENCY PERMITS AND APPROVALS: TOWNSHIP OR THE TOWNSHIP ENGINEER. THE TOWNSHIP AND TOWNSHIP ENGINEER MAKE NO MINIMUM LOT SIZE: 12.08 AC 3 AC 12.08 AC
ST JOSEPH THE WORKER BENCHMARK / ALL REQUIRED OUTSIDE AGENCY PERMITS AND APPROVALS SHALL REPRESENTATION OR WARRANTY CONCERNING THESE ISSUES, WHICH SHOULD BE ADDRESSED BY MINIMUM LOT WIDTH: 619 FEET 200 FEET 619 FEET
PARISH CHARITABLE TRUST ELEV.=587.50 J BE OBTAINED BY THE APPLICANT AND PROVIDED TO SOUTH QUALIFIED PROFESSIONALS, COMMISSIONED BY THE APPLICANT AND/OR LAND OWNER(S) AS MINIMUM YARDS: FRONT:75 FEET 75 FEET 75 FEET
PAR ID# 546772713504 1 ,/ WHITEHALL TOWNSHIP. THESE PERMITS AND APPROVALS MAY APPROPRIATE, AND ENGAGED IN THE APPROPRIATE FIELD OF PRACTICE. DIMENSIONS AND GEOMETRY OF SIDE: 50 FEET 50 FEET 50 FEET
/ INCLUDE. BUT ARE NOT LIMITED TO: THE PROPERTY BOUNDARY AND ANY INTERNAL LOTS AND STREETS HAVE BEEN OVERVIEWED WITH REAR: 50 FEET 50 FEET 50 FEET
y / 1 LEHIGI’-l VALLEY PLANNING COMMIéSION (LVPC) [SALDO RESPECT TO APPLICABLE ORDINANCE STANDARDS FOR MATHEMATICAL COMPLETENESS, CLARITY OF MAX BUILDING HEIGHT: 50 FEET 50 FEET 50 FEET
y , : DEPICTION, CONSISTENCY, CLOSURE, AND AREA (ONLY). THE RESEARCH FOR AND DETERMINATION AND MAX. LOT COVERAGE: 49% 75% 52%
MAP REFERENCE: / ’ §312—12(A)(10), §312—14(A)(6)] LOCATION OF PROPERTY LINES, STREET RIGHTS—OF—WAY, AND OTHER EASEMENTS, ETC., ARE THE EXISTING PARKING: 307 SPACES 307 SPACES —
1. ST. JOSEPH THE WORKER CATHOLIC CHURCH SUBDIVISION AND / 2. PENNSYLVANIA DEPARTMENT OF ENVIRONMENTAL PROTECTION RESPONSIBILITY OF THE SURVEYOR OF RECORD WHOSE SEAL APPEARS ON THIS PLAN, AND HAVE NOT <C
SOLAR. SOUTH WHITEHALL TOWNSHIP. LEHIGH COUNTY K (PADEP) [SALDO §312—12(A)(12), §312—14(A)(8)] BEEN INDEPENDENTLY CONFIRMED OR VERIFIED BY THE TOWNSHIP, THE TOWNSHIP ENGINEER, OR THE SITE DATA: -
PENNS'YLVANlA. DATED JUNE 20 202'5 PLAN BY OTT' CONSULTING ,’\\ 3. EROSION & SEDIMENTATION CONTROL PLAN APPROVAL FROM TOWNSHIP SOLICITOR, SALDO §312_12(B)(7)' pp— : p—
INC. TO BE RECORDED IN LEHIGH COUNTY COURTHOUSE. / / < THE LEHIGH COUNTY CONSERVATION DISTRICT [SALDO 7. THE LOCATION OF EXISTING UTILITIES IS THE RESPONSIBILITY OF THE DEVELOPER/DESIGN ENGINEER AND RECORD OWNER/APPLICANT: ST JOSEPH THE WORKER PARISH CHARITABLE TRUST L prd
/ N - N ~ _ THE LOCATIONS OF SUCH FACILITIES HAVE NOT BEEN REVIEWED BY THE PIDCOCK COMPANY OR THE 1879 APPLEWOOD DRIVE,
/ §312—-12(A)(13), §312—-12(B)(39), §312—39(E), §312—14(A)(9)] OREFIELD PA 18069—9536 . N <
NG §312-12(A)(14), 8312—14(A)(10)] UTILITIES AND TO AVOID CONFLICTS OF THE SAME WITH PROPOSED IMPROVEMENTS. SIGNIFICANT . e CIVIL ENGINEERS - SURVEYORS >  _1
INITIAL SIZE Y / oL COVIES OF AL CORRESPONDENCE  APPLICATIONS, ABPROVALS o Do Ty L AT e Pl R Nt B R aNe UiLes  GROSS TRACT AREAT 15.0bo8 ACRES ¥ o
KEY] QTY.| BOTANICAL NAME COMMON NAME HEIGHT | wibTH Jcauper | RoOT /'t\ , ™\ AND RELATED DATA SUBMITTED TO OUTSIDE AGENCIES SHALL BE  ARE ENCOUNTERED DURING CONSTRUCTION. EXISTING USE: CHURCH/OTHER BUILDINGS LANDSCAPE ARCHITECTS <
. FURNISHED TO SOUTH WHITEHALL TOWNSHIP AND ITS ENGINEER 8. ALL CONSTRUCTION WITHIN TOWNSHIP RIGHT—OF—WAY SHALL BE IN ACCORDANCE WITH TOWNSHIP .
oV | 19 | JUNIPEROUS VIRGINIANA EASTERN RED CEDAR 4-6 S — | B&sB / / PRIOR 10 PLAN RECORDING. SPECIFICATIONS AND STANDARDS FOR CONSTRUCTION. PROPOSED USE: CHURCH/OTHER BUILDINGS LEHIGH VALLEY OFFICE Z Ll
7 y 9. STORMWATER MANAGEMENT NOTES IN ACCORDANCE WITH SALDO §312—39(H). WAIVER /DEFERRAL REQUESTS: = -
PP | 18 | PICEA PUNGENS 'FAT ALBERT |COLORADO BLUE SPRUCE 'FAT ALBERT | 4'-¢’ — — | B&B ’ ' 1 — 10. THE PROPOSED SOLAR ENERGY SYSTEM IS AN ACCESSORY USE TO THE EXISTING LAWFUL P.O. BOX 386, EMMAUS, PA 18049 =
OWNERS CERTIFICATION — ST. JOSEPH THE WORKER PARISH CHARITABLE TRUST NONRESIDENTIAL USE IN ACCORDANCE WITH ZONING ORDINANCE §350—48(S)(12)(A). THE SYSTEM AND THE APPLICANT HAS REQUESTED THE FOLLOWING WAIVERS/DEFERRAL FROM THE — A
4 L , BEING DULY SWORN ACCORDING TO LAW DEPOSE AND SAY THAT | AM  ASSOCIATED EQUIPMENT ARE DESIGNED TO CONVERT SOLAR ENERGY INTO USABLE ELECTRICAL ENERGY SOUTH WHITEHALL TOWNSHIP SUBDIVISION AND LAND DEVELOPMENT ORDINANCE P: 610-928-4690 OttEno.com | — N
NOTE: / s THE SOLE OWNER OF THIS PROPERTY IN PEACEFUL POSSESSION OF THE SAME AND THAT THERE ARE  wTH THE PRIMARY INTENTION OF REDUCING ON—SITE CONSUMPTION OF UTILITY—SUPPLIED ELECTRICITY. (SALDO): ' WWWw. §-CO L
’ ’ . THE CERTIFICATIONS, SEALS, / / \ NO SUITS 11. ANY NON—FUNCTIONING SOLAR ENERGY SYSTEM SHALL BE REMOVED IN ACCORDANCE WITH ZONING 1. 312-12(B)(15)-WAIVER—EXISTING AND PROPOSED CONTOUR INFORMATION WITHIN o
| HEREBY CERTIFY THAT THIS PLAN AND SURVEY ARE CORRECT IN ALL DETAILS AND SIGNATURES AFFIXED ARE ;o \_ PENDING AFFECTING THE TITLE THEREOF AND ALSO | HEREBY OFFER TO DEDICATE ALL PUBLIC ORDINANCE §350—48(S)(12)(E)(1)(C). 400 FEET OF THE SITE. L DOGUVENTS PREPARED BY OTT CONSULTING NG, ARE MNSTRUVENTS OF SERVICE Tom
TO MY BEST KNOWLEDGE AND BELIEF, AND THAT MONUMENTS WILL BE ’ , IMPROVEMENTS AND NOTED ROAD RIGHT—OF—WAY SHOWN ON THIS PLAN FOR PUBLIC USE AND WE 12, THE MANUFACTURERS’ OR INSTALLERS' IDENTIFICATION AND APPROPRIATE WARNING SIGNAGE SHALL BE 2. 312—-12(B)(21)—WAIVER—LOCATIONS AND WIDTHS OF ALL SIDEWALKS, TRAILS, THIS PROJECT ONLY. ANY REUSE WILL BE AT OWNER'S AND/OR THIRD PARTY'S Risk. | (O
ACCURATELY PLACED AS SHOWN ON THE PLAN. . APPLICABLE TO ALL OF THE / / (HEREBY AGREE TO EMPLOY A PROFESSIONAL LAND SURVEYOR TO PLACE ALL PROPERTY CORNERS POSTED ON OR NEAR THE PANELS IN A CLEARLY VISIBLE MANNER. DRIVEWAYS, STREETS, EASEMENTS, AND RIGHTS—OF—WAY WITHIN 400 FEET OF THIS DOCUMEN] HAs BEEN SEALED Wt EITHER A BLUE INK SEAL OR ' RAISED CRIMP
INDICATED PLANS BEING . AND MONUMENTS IN THE LOCATIONS SHOWN ON THESE PLANS IN ACCORDANCE WITH THE MINIMUM  13. GROUND—MOUNTED SOLAR ENERGY SYSTEMS SHALL NOT EXCEED A HEIGHT OF 10 FEET ABOVE THE THE TRACT. SEAL 15 NOT PRESENT. AL DIMENSIONS MUST BE VERIFIED BY CONTRAGTOR PRIOR 10
STANDARDS OF THE "MINIMUM STANDARDS OF THE PROFESSIONAL LAND SURVEYORS MANUAL OF GROUND. 3. 312-12(B)(36) & 312—40—WAIVER—LANDSCAPE PLAN; A VEGETATIVE BUFFER IS COMMENCEMENT OF CONSTRUCTION. THE OWNER MUST BE NOTIFIED OF ANY
ONWEA CONCURRENTLY RECORDED. PRACTICE IN THE COMMONWEALTH OF PENNSYLVANIA”. PROVIDED ALONG THE ROAD FRONTAGE IN LIEU OF FULL COMPLIANCE. DISCREPANCIES BEFORE PROCEEDING WITH THE WORK.
&) 4 4. 312—12(B)(41)—WAIVER—ZONING PLAN SHOWING HISTORICAL ZONING RELIEF AND " -
0\\* SEGISTER O ALL ZONING REQUIREMENTS. —CALL BEFORE YOU DIG_
(@) PROF -« b REVIEWED: BY THE LEHIGH VALLEY PLANNING COMMISSION. OWNERS SIGNATURE RECOMMENDED FOR APPROVAL __________ BY THE SOUTH WHITEHALL 5. [3):‘.\>|2\;.:3?.‘BR((\)3|3§|'§)(|3:|.:2]_DEFERRAL_SIDEWALK INSTALLATION ALONG THE APPLEWOOD k P’Eggsgéh\{g%%éﬁg”Réggé%EiNSQTVi?gRZJQEE&QY%AI\IY%H&E
\ 2 TOWNSHIP PLANNING COMMISSION.  (DATE) . 9@ PENNESIN, STACE = STOP CALL™ o
REYN E PETRE oy iy SWORN AND SUBSCRIBED BEFORE THIS____ DAY OF GRAPHIC SCALE 1—800—242—1776
// 5 PLANNER DATE SERIAL NO. 20250972451
sr [0 e o ey (SECRETED i :  ® * [ST. JOSEPH THE WORKER CATHOLIC CHURCH
<) A ‘
su-055631-E 7N Y O PROOF_OF RECORDING .
P ol o PLAN RECORDED IN THE OFFICE OF RECORDER OF DEEDS OF LEHIGH COUNTY, NOTARY PUBLIC BOARD OF COMMISSIONERS E;!_-E;!;—
VSYLY O PENNSYLVANIA, IN DOCUMENT ID# ON THE APPROVED ____ BY THE BOARD OF COMMISSIONERS OF THE SOLAR ARRAY
___DAYOF _________ , 20__, WITNESS MY HAND AND SEAL OF OFFICE (DATE)
( IN FEET ) TOWNSHIP OF SOUTH WHITEHALL
THIS ___ DAY OF _________, 20__. TOWNSHIP OF SOUTH WHITEHALL.
PROFESSIONAL LAND SURVEYOR PROFESSIONAL ENGINEER 1 inch = 60 ft. LEHIGH COUNTY. PENNSYLVANIA
NVALID FOR RECORDING NVALID FOR RECORDING ALL DRAWINGS AND WRITTEN MATERIALS APPEARING HEREIN CONSTITUTE ORIGINAL :
RECORDER OF DEEDS AND UNPUBLISHED WORK OF THE ARCHITECT/ENGINEER/SURVEYOR, AND ARE DRAWN BY DATE PROJECT NO. DRAWING NO.
WITHOUT ORIGINAL SEAL WITHOUT ORIGINAL SEAL (PRESIDENT) (SECRETARY) SUBJECT TO INTELLECTUAL PROPERTY RIGHTS. REPRODUCTION OF THIS DRAWING FOR DH 6/20/25 | STJC 2501
THE PURPOSE OF COPYING THIS WORK, OR REVISING SAID DRAWING SHALL IN NO C 1 1
(TOWNSHIP ENGINEER) CIRCUMSTANCE BE ALLOWED WITHOUT THE EXPRESS PRIOR WRITTEN AUTHORIZATION | APPROVED BY SCALE , | SHEET NO. i
OF THE OWNER OF SUCH INTELLECTUAL PROPERTY RIGHTS. ® 2025 JLO 1" = 60 1 OF 6
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ALL DRAWINGS AND WRITTEN MATERIALS APPEARING HEREIN CONSTITUTE ORIGINAL
AND UNPUBLISHED WORK OF THE ARCHITECT/ENGINEER /SURVEYOR, AND ARE
SUBJECT TO INTELLECTUAL PROPERTY RIGHTS. REPRODUCTION OF THIS DRAWING FOR
THE PURPOSE OF COPYING THIS WORK, OR REVISING SAID DRAWING SHALL IN NO
CIRCUMSTANCE BE ALLOWED WITHOUT THE EXPRESS PRIOR WRITTEN AUTHORIZATION ’
OF THE OWNER OF SUCH INTELLECTUAL PROPERTY RIGHTS. © 2025 1
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SET TOP OF ROOT BALL LEVEL

» TOP OF BERM
WITH FINISHED GRADE, OR 1-2" HIGHER
IN WET SOIL AREAS. ELEV=555.00

SET TREES PLUMB, AND FACE TO
GIVE THE BEST APPEARANCE OR
RELATIONSHIP TO ADJACENT AREAS.

NEVER CUT LEADER. THE WOOD POST FENCING SHALL FOLLOWING THE FINISHED

« GRADE. THE WOVEN WIRE MESH SHALL CONTINUE ON THE
PRUNE ONLY TO REMOVE DAMAGED . /_|1 FENCING.
OR BROKEN BRANCHES. - ——— ELEVATION AT GRADE BREAKS
P HEAVY DUTY
- ELEV=553.00 GATE LATCH
—£x. GRADE , g _\ ) g . HEAVY DUTY GATE ROUND
}I \ | HINGE (TYP.) P.T. WOOD
KEEP MULCH 6 IN. AWAY FROM TRUNK NOTES: X POST
2” SHREDDED BARK MULCH. 127 MIN. 1. THE BOTTOM OF THE RETENTIVE GRADING BERM SHALL BE GRADED PER THE CONTOURS —L | =
SHOWN ON THE PLANS. . s
REMOVE BURLAP FROM TOP 1/3 i e : PED BAGKHL ki
o ROOT BALL ST 5 RETENTIVE GRADING BERM DETAIL - SOUNDLY AROUND
SPECIFIED PLANT MIX: 1/3 PEAT ———H—H— % VEGETATED FILTER STRIP: = — = POST
MOSS TO 2/3 TOPSOIL — LIGHTLY TN /SR S e VEGETATED FILTER STRIP COMPONENTS THAT RECEIVE OR TRAP SEDIMENT AND DEBRIS N.T.S. - FINISHED GRADE
TAMPED. NSO Ll SHOULD BE INSPECTED FOR CLOGGING, DENSITY OF VEGETATION, DAMAGE BY FOOT OR \
VEHICULAR TRAFFIC, EXCESSIVE ACCUMULATIONS, AND CHANNELIZATION. N 1
ROOT BALL TO BE PLACED ON / « INSPECTIONS SHOULD BE MADE ON A QUARTERLY BASIS FOR THE FIRST TWO YEARS OPERATION AND MAINTENANCE PROCEDURES: .
UNDISTURBED SUBGRADE. FOLLOWING INSTALLATION, AND THEN ON A BIANNUAL BASIS THEREAFTER. RETENTIVE GRADING BERM: 5 \
« INSPECTIONS SHOULD ALSO BE MADE AFTER EVERY STORM EVENT GREATER THAN 1 IN LEAVE 3"—4”" CLEARANCE TO CANE BOLT
EVERGREEN TREE PLANTING ANTENANGE IS NECESSARy T0 XU PROPER FUNCTIOUALY 0 1o xenoeD AEow Gares 16 wove (1 el :
BMP 5.6.3 RE_VEGETATE AND RE—FOREST DISTURBED AREAS. LEVEL SPREADER. 1. REGULARLY INSPECT TO ENSURE THEY ARE INFILTRATING: MONITOR DRAWDOWN ggggggmﬁﬁi’\égfo INSIDE &
— — « IF EROSION IS OBSERVED, MEASURES SHOULD BE TAKEN TO IMPROVE THE LEVEL TIME AFTER MAJOR STORM EVENTS S
USING NATIVE SPECIES — PART 2 REVEGETATE AND REFOREST: SPREADER OR OTHER DISPERSION METHOD TO ADDRESS THE SOURCE OF EROSION. 2. INPSECT ANY STRUCTURAL COMPONENTS, SUCH AS INLET STRUCTURES TO ENSURE PROPER ROUND WOOD POST OF FENCE AT ALL POSTS. :
— TREES MUST BE NATIVE SPECIES, MINIMUM 27 CALIPER. MINIMUM TREE HEIGHT * RILLS AND GULLIES OBSERVED ALONG THE STRIP MAY BE FILLED WITH TOPSOIL, FUNCTIONALITY i UNDISTURBED EARTH——® <
et SIAL et ADEQUATELY PROTECTED DuftNG coNSTRUGTIN STAPLZED T EROSON CONTROL NATING, D EITHER SE€DED OF SO00ED, AR B CHS AT MO, O EEEINION ML BERUEE L - ' ot
— TREES CREDITED FOR STORMWATER MANAGEMENT SHALL BE CLEAIL\’LY LABELED . [S)ES:SEEﬁT SHOULD BE REMOVED WHEN THE FILTER STRIP IS THOROUGH DRY. PLANTING REdUIRES ANNUAL MOWING AND CLIPPINGS REMOVAL. ' ks *
ON THE CONSTRUCTION DRAWINGS AND RECORDED ON RECORD PLAN FOR 4. AVOID RUNNING HEAVY EQUIPMENT OVER THE INFILTRATION AREA THE BASE OF THE BERM. — T k"
PROJECT. TAMPED GRAVEL
— TREES SHALL BE MAINTAINED AND PROTECTED FOR THE LIFE OF THE PROJECT Wﬂm 2: QS;CT,ISEEL':,ViZY\?EViL/:(,:\,CT%M,L:;A,EEEDE?SH AND DEBRIS. reor f
(50 YEARS) OR UNTIL REDEVELOPMENT OCCURS. : ) .
— NO MORE THAN 25% OF THE RUNOFF VOLUME CAN BE MITIGATED THROUGH 1. INSTALL ALL TEMPORARY EROSION AND SEDIMENTATION CONTROLS. 7 '[')\'ESF%ETNCFE%R ASFLENCS)BCS)ERE,LE%YV CHANNELIZATION; RESTORE LEVEL GRADIENT IMMEDIATELY AFTER M
THE USE OF TREES. 2. COMPLETE SITE GRADING AND STABILIZE WITHIN THE LIMIT OF DISTURBANCE ©
— ESCROW SHALL BE PROVIDED FOR THE REPLACEMENT OF ANY PROTECTED EXCEPT WHERE VEGETATED FILTER STRIPS WILL BE CONSTRUCTED; MAKE EVERY SECTION
EFSEESSTRLLJJSCET?OEOR DSETAODRNL\;%‘IQEERSS,?’EEIEET%'?ZLL?AIEE\SATVZLIT’\IHIﬁ EEG%?\‘T%FS EFFORT TO MINIMIZE COMPACTION OF IN ORDER TO MAXIMIZE INFILTRATION. BMP CONSTRUCTION SEQUENCE:
y : 3. IF COMPACTION IS SUSPECTED, INSPECT SUBSOIL OF VEGETATED FILTER STRIP RETENTIVE GRADING BERM:
_ aiﬁLEEBEAFESSQJEEOgNTJEEES Déggb%i%EﬂLDiﬁoéET%EET TREE OR LANDSCAPING (AREA. IF COMPACTION ISSUES ARE ENCOU;\ITERED, RESTORATIVE MEASURES 1. INSTALL ALL TEMPORARY EROSION AND SEDIMENTATION CONTROLS. /—FINISHED GRADE
SUBSOIL SHALL BE TILLED AND AMENDED) SHALL BE TAKEN. 2. COMPLETE SITE GRADING AND STABILIZE WITHIN THE LIMIT OF DISTURBANCE
_ Ei%“'BREE MAEFL\IPTS'ED FOR TREES PLANTED AS PART OF RIPARIAN BUFFER 4. SEED VEGETATIVE FILTER STRIP WITH ERNST SOLAR FIELD MIX. LIGHTLY SCARIFY EXCEPT WHERE INFILTRATION BERMS WILL BE CONSTRUCTED; MAKE EVERY EFFORT £
IMPROVEMENT. THE SOIL IN THE AREA. TO MINIMIZE BERM FOOTPRINT AND NECESSARY ZONE OF DISTURBANCE (INCLUDING
— NON—NATIVE SPECIES ARE NOT APPLICABLE. BOTH REMOVAL OF EXISTING VEGETATION AND DISTURBANCE OF EMPTY SOIL) IN
ORDER TO MAXIMIZE INFILTRATION. ELEVATION
3. LIGHTLY SCARIFY THE SOIL IN THE AREA OF THE PROPOSED BERM BEFORE
DELIVERING SOIL TO SITE.
4. BRING IN FILL MATERIAL TO MAKE UP THE MAJOR PORTION OF THE BERM. SOIL 8' HIGH AGRICULTURAL—STYLE FENCE: H—BRACE ASSEMBLY
CLEAN FILL MAY BE USED IN AN UNRESTRICTED MANNER. HOWEVER, CLEAN FILL SHOULD BE ADDED IN 8—INCH LIFTS AND COMPACTED AFTER EACH ADDITION - -
MAY ONLY BE PLACED IN WATERS OF THE COMMONWEALTH IF OTHER ACCORDING TO DESIGN SPECIFICATIONS. THE SLOPE AND SHAPE OF THE BERM 1. EEJ';\IA(?AEN PBU/E;F\ETEE FENCE SHALL SERVE AS A WILDLIFE AND 1. BES%:BESH BRACE AT ALL CORNERS’ ENDS’ AND GATE
SHOULD BE GRADED OUT AS SOIL IS ADDED. . .
Eﬁl_\l_/lFlegNL'J\ANE(':\l()TI\Ale_AE/llRNOAGTRE?)MSA AFEJETRHSOORIJIZEH%%CLB gEE‘FOTF?MDEIIIE/IRRMOlII:IIE/IEVIquiLHEEECLEAN 5. PROTECT THE SURFACE PONDING AREA AT THE BASE OF THE BERM FROM 2. FENCE HEIGHT: PROVIDE WOVEN—WIRE FENCE 8—0" ABOVE 2. H—BRACE ASSEMBLY SHALL CONSIST OF TWO (2) POSTS,
DILIGENCE. IF THERE IS E’VIDENCE OF A RELEASE, THE MATERIAL DOES NOT SSQATPI—LCOTILOIX'TILE22¥P8A?JLOHNESOF THIS AREA DOES OCCUR, SCARIFY SOIL T0 A FINISHED GRADE. 6"—8" DIAMETER TREATED WOOD, SET 4'-0" MINIMUM
. ’ : 3. FENCE TYPE: INSTALL HIGH—TENSILE WOVEN—WIRE FENCING EMBEDMENT.
QUALIFY AS CLEAN FILL AND MAY NOT BE MANAGED UNDER THIS POLICY. 6. COMPLETE FINAL GRADING OF THE BERM AFTER THE TOP LAYER OF SOIL IS " » ) »
AND BASE OF THE BERM SHOULD BE AT LEVEL GRADE. HAVE GRADUATED OPENINGS (SMALLER AT BOTTOM, TREATED WOOD, SET APPROXIMATELY 36" BELOW THE TOP
LIMITED TO, VISUAL PROPERTY INSPECTIONS, ELECTRONIC DATA BASE SEARCHES,
REVIEW OF OWNERSHIP AND USE HISTORY OF PROPERTY, SANDBORNE MAPS, 7. PLANT BERM WITH TURF, MEADOW PLANTS, SHRUBS OR TREES, AS DESIRED. LARGER AT TOP). OF FENCE, SECURELY NOTCHED OR BOLTED INTO PLACE.
ENVIRONMENTAL QUESTIONNAIRES, TRANSACTION SCREENS, ENVIRONMENTAL 8. ggég%NP'ﬁmEEDpfyﬁTg'%E%%?AEEDE”éRTiABaSV'V_:E'S COMPOST MULCH TO PREVENT 4. WIRE SPECIFICATION: MINIMUM 12.5—GAUGE GALVANIZED 4. INSTALL ONE (1) DIAGONAL 12.5—GAUGE HIGH—TENSILE
ASSESSMENTS AND AUDITS. : STEEL WIRE WITH CLASS 3 ZINC COATING. PROVIDE GALVANIZED BRACE WIRE, TENSIONED WITH A RATCHET
CLEAN FILL——UNCONTAMINATED, NONWATER—SOLUBLE, NONDECOMPOSABLE INERT OPTIONAL SMOOTH TOP TENSION WIRE WHERE REQUIRED. TIGHTENER.
SOLID MATERIAL USED TO LEVEL AN AREA OR BRING THE AREA TO GRADE. THE 5. OPENING SIZE: GRADUATED MESH (SMALLER OPENINGS 5. ALL BRACE MEMBERS SHALL BE PRESSURE—TREATED TO
TERM DOES NOT INCLUDE MATERIALS PLACED IN OR ON THE WATERS OF THE NEAR THE BOTTOM, LARGER AT TOP). AWPA UC4B STANDARDS FOR GROUND CONTACT.
COMMONWEALTH. THE TERM DOES INCLUDE THE FOLLOWING MATERIALS: SOIL, 6. LINE POSTS: PRESSURE—TREATED WOOD, MINIMUM 4”
ROCK, STONE, DREDGED MATERIAL, USED ASPHALT, AND BRICK, BLOCK OR DIAMETER. SET 12'=16’ 0.C.. EMBEDDED 3'—=0” MINIMUM. ,
CONCRETE FROM CONSTRUCTION AND DEMOLITION ACTIVITIES THAT IS SEPARATE ; o _ o g 16 CATE INSTALLATION
FROM OTHER WASTE AND RECOGNIZABLE AS SUCH. /- S&TANEETFER& EEMNE?ESSESDTS;Vfgﬁﬁﬁﬁﬁ%@;g? \\fvvlngD’ -8 1. PROVIDE TWO (2) 8'—0" WIDE EQUIPMENT ACCESS GATES
THE SITE CONTRACTOR RESPONSIBLE FOR THE PROJECT WILL BE RESPONSIBLE TO H_BRACE ASSEMBLY ’ ) éZTgEsLH%LTg)EN T%%%VLV/TRO'SVTEELLANF%AME OR WOOD FRAME
COMPLETE THE ENVIRONMENTAL DUE DILIGENCE ON ANY CLEAN FILL BROUGHT TO . ) .
e STE 8. BRACING: PROVIDE H—BRACE SYSTEM AT ALL CORNERS, CLAD WITH WOVEN—WIRE FENCING TO MATCH ADJACENT
ENDS, AND GATE OPENINGS. HORIZONTAL BRACE SHALL BE FENCE.
I LTER OO, ST 36 BELONTOP O [NCEL 3 GATE POSIS SHALL o MMM DIWETER TREATED
UNFORESEEN EROSIVE CONDITIONS NOTES - WOOD, EMBEDDED 4'—0"MINIMUM WITH H—BRACE SUPPORT
1. SHOULD UNFORESEEN EROSIVE CONDITIONS DEVELOP DURING CONSTRUCTION, THE TIGHTENER. ASSEL/IBLY.
CONTRACTOR SHALL TAKE ACTION TO REMEDY SUCH CONDITIONS AND TO PREVENT 9. GATES: INSTALL TWO (2) 8'—0" WIDE EQUIPMENT ACCESS 4 HINGES SHALL BE HEAVY—DUTY. GALVANIZED
DAMAGE TO ADJACENT PROPERTIES AS A RESULT OF INCREASED RUNOFF AND/OR GATE. GATE SHALL BE TUBULAR STEEL FRAME OR WOOD FIELD—ADJUSTABLE, AND CAPABLE OF FULL 180° SWING.
SEDIMENT DISPLACEMENT. STOCKPILES OF WOOD CHIPS, HAY BALES, CRUSHED FRAME CLAD WITH WOVEN WIRE. GATE POSTS SHALL BE 5. LATCH SHALL BE LOCKABLE, GALVANIZED STEEL, AND
STONE AND OTHER MULCHES SHALL BE HELD IN READINESS TO DEAL IMMEDIATELY HEAVIER—DUTY CORNER—STYLE POSTS WITH H-BRACING. SUITABLE FOR AGRICULTURAL /WILDLIFE EXCLUSION.
WITH EMERGENCY PROBLEMS. 10. GROUND CLEARANCE: MAINTAIN 3"—4" GROUND CLEARANCE 6. GATE BOTTOM SHALL MAINTAIN CONSISTENT GROUND
2. THE CONTRACTOR IS ADVISED TO BECOME THOROUGHLY FAMILIAR WITH THE AT FENCE BOTTOM UNLESS TOTAL EXCLUSION IS REQUIRED. CLEARANCE OF 3"—4” UNLESS OTHERWISE DIRECTED.
PROVISIONS OF APPENDIX 64, EROSION CONTROL RULES AND REGULATIONS, TITLE 11. INSTALLATION STANDARDS: ALL POSTS SHALL BE 7 CONTRACTOR SHALL VERIFY GATE ALIGNMENT. SWING
25, PART 1, D.E.P., SUB—PART C, PROTECTION OF NATURAL RESOURCES, ARTICLE I, INSTALLED PLUMB AND SET IN AUGERED HOLES. ALL WOOD ’ CLEARANCE. AND INSTALLATION PRIOR TO FII\]AL
WATER RESOURCES, CHAPTER 102, EROSION CONTROL. SHALL CONFORM TO AWPA UC4B STANDARDS FOR GROUND ¢
3. METHODS TO PROTECT EXISTING TREES AND SHRUBS SHALL BE TAKEN BY THE CONTACT. ACCEPTANCE.
CONTRACTOR TO ELIMINATE UNNECESSARY DAMAGE. 12. UNIFORMITY: MAINTAIN CONSISTENT FENCE HEIGHT RELATIVE
TO GRADE; TENSION WIRES USING PROPER STRETCHERS TO
PREVENT SAGGING.
PERMANENT SEEDING SPECIFICATION 13. CONTRACTOR VERIFICATION: CONTRACTOR SHALL VERIFY
e ———— ALL DIMENSIONS, CONDITIONS, AND MATERIALS PRIOR TO
SPECIES OR MIXTURE PERB%ENT IN LBS. PER RECS%*é'SﬁqNGDED INSTALLATION AND REPORT DISCREPANCIES TO THE 1 | 10/09/25 PER TWP. CMNTS. JB
WEIGHT ;gsg ACRE DATES ENGINEER. NO.| DATE REVISION BY
—Pﬁ:‘«)’(l-;rliljl\'l?léL RYEGRASS 20% 2.4 |95 TO 105 83/115T OTc:06<15 , © 2025
/o o/ 8" HIGH AGRICULTURAL—STYLE FENCE DETAIL
or CHEWINGS FESCUE ) N.T.S.
—KENTUCKY BLUEGRASS 50%
MIXTURE
APPLICATION RATE
MULCH TYPE NOTES
PER ACRE PER 1,000 SF PER 1,000 SY
EITHER WHEAT OR OAT _l
STRAW 3 TONS 140 LB 1,240 LB STRAW, FREE OF WEEDS, NOT
CHOPPED OR FINELY BROKEN < (f)
TIMOTHY, MIXED CLOVER AND
HAY 3 TONS 140 LB 1,240 LB pgROATgEY (?;AsosTE'-‘sER NATIVE CON S UL TI N G c =
COMPACTED LOW PERMEABILITY ha— —
WOOD ::,SSL?JLL:SE 25 LB 210 LB mEN USED OVER STRAW OR GROUND SURFACE STRUCTURAL FILL (USCS: CL OR CH) INC. { ﬁ
WOOD CHIPS 4-6 TONS 185-275 LB | 1,650-2,500 LB | OF GRAGSES AND LECUMES : : ! : CIVIL ENGINEERS - SURVEYORS z_: L]
LMITS OF SINKHOLE LANDSCAPE ARCHITECTS < 0
MULCH ANCHORING GUIDE
T AN WA S, O O MIEDATEL TR AT TR B L QI ==
LIMITED TO SLOPES NO STEEPER THAN 3:1. THE MACHINERY SHALL BE OPERATED ON THE CONTOUR. (NOTE: BMP_OPERATIONS: P.O. BOX 386, EMMAUS, PA 18049 =
CRIMPING OF HAY OR STRAW BY RUNNING OVER IT WITH TRACKED MACHINERY IS NOT RECOMMENDED.) [ \ SERM_QEAINAQE; THE BMP OPERA-”ONS AND MANAGEMENT PLAN, AS REQU'RED P 610 928 4690 O E :I (f)
ASPHALT, EITHER EMULSIFIED OR CUT-BACK, CONTAINING NO_SOLVENTS OR OTHER DILUTING AGENTS TOXC 10 ? RESDUAL SOIL "NOTWITHSTANDING ANY PROVISIONS OF THE TOWNSHIP STORMWATER MANAGEMENT IN ARTICLE VI, DESCRIBING HOW EACH PERMANENT » QU720 www.Lttkng.com {7 Q)
TACK MULCH. ’ T PLAN, INCLUDING EXEMPTION AND WAIVER PROVISIONS, ANY LANDOWNER AND ANY STORMWATER BMP WILL BE OPERATED AND MAINTAINED AND (nel &
SYNTHETIC BINDERS (CHEMICAL BINDERS) MAY BE USED AS RECOMMENDED BY THE MANUFACTURER TO ANCHOR PERSON ENGAGED IN THE ALTERATION OR DEVELOPMENT OF LAND WHICH MAY THE IDENTITY OF THE PERSON(S) RESPONSIBLE FOR AL#H?SO%UR%EEE SEE?AZENDY E;QYEU%TETva(fLNSBUEU,LNTGOLWER%REA‘NNDS/TSSMTEHN‘FI; gZRSTEYSSV%ESKF_OR (al
Xﬁ&l—kfgg\églég SUFFICIENT DOCUMENTATION IS PROVIDED TO SHOW THEY ARE NON—TOXIC TO NATIVE PLANT AND CONCRETE PLUG AFFECT STORMWATER RUNOFF CHARACTERISTICS SHALL IMPLEMENT SUCH OPERATIONS AND MAINTENANCE. A STATEMENT MUST BE THSEAEOCUUNLQENTLgR/TZSEgE/ELTESRE:%E)DNSWLHYEE:\E/E QEENLUAEA‘SE TSOEATLH\(;RD/SCE/:AEE[TJ ‘CFR\/ZAP
LIGHTWEIGHT PLASTIC, FIBER, OR PAPER NETS MAY BE STAPLED OVER THE MULCH ACCORDING TO MANUFACTURER'S MEASURES AS ARE REASONABLY NECESSARY TO PREVENT INJURY TO HEALTH, INCLUDED, SIGNED BY THE LANDOWNER, ACKNOWLEDGING THAT SEAL IS NOT PRESENT. ALL DIMENSIONS MUST BE VERIFIED BY CONTRACTOR PRIOR TO
RECOMMENDATIONS. " ' SAFETY OR OTHER PROPERTY. SUCH MEASURES SHALL INCLUDE SUCH ACTIONS AS THE STORMWATER BMPS ARE FIXTURES THAT CANNOT BE O by e Dot T OWRER MST BE Mo 0 O ANY
ARE REQUIRED TO MANAGE THE RATE VOLUME, DIRECTION AND QUALITY OF ALTERED OR REMOVED WITHOUT APPROVAL BY THE TOWNSHIP. - -
PERMANENT SEEDING NOTES RESULTING STORMWATER RUNOFF IN A MANNER WHICH OTHERWISE ADEQUATELY PENNSYWW&%QRE%YS \once
PERMANENT STABILIZATION OF ALL EXPOSED EARTH SURFACES AFTER THE COMPLETION OF THE SITE GRADING AND PROTECTS HEALTH AND PROPERTY FROM INJURY AND DAMAGE.” IT SHALL BE UNLAWFUL TO ALTER OR REMOVE ANY N FOR CONSTRUCTION PHASE AND 10 WORKING DAYS IN
IMPROVEMENTS SHALL BE ACCOMPLISHED BY THE FOLLOWING METHODS AND MATERIALS: SINKHOLE REPAIR DETAIL DESIGN STAGE — STOP CALL
1. AFTER INSTALLATION OF THE NEEDED SURFACE WATER CONTROL MEASURES, PERFORM ALL CULTIVATION NOTES: NTS 3y PERMANENT STORMWATER BMP REQU'RED BY AN APPROVED Q@ PENNSYLYARIA ONE CALL STSTEM. INC.
" OPERATIONS AT RIGHT ANGLES TO THE SLOPE. ' 1. SINKHOLES ENCOUNTERED DURING CONSTRUCTION SHOULD BE IMMEDIATELY BROUGHT TO THE TOWNSHIP REVIEW AND APPROVAL OF THE DRAINAGE PLAN OR THE SUBSEQUENT BMP OPERATIONS AND MAINTENANCE PLAN OR TO ALLOW THE SERI1/;_8(131(C))_224022_510797762451
2. SPREAD AND FINE GRADE 4 TOPSOIL ON ALL AREAS TO BE PERMANENTLY SEEDED. ATIENTION OF THE GEOTECHNICAL ENGINEER. OBSERVATION AND APPROVAL OF STORMWATER MANAGEMENT FACILITIES, SHALL PROPERTY TO REMAIN IN A CONDITION WHICH DOES NOT :
£, WORK I FERTLIZER 10 Top 4 Or S0 AT THE RATE GF 1000 185, OF 10-20-20 OR EGUNALENT PER © oL 1S ENCONTERED, 0 ROCKC FROM THROAT OF SNICHOLE BNTIL STABHE RocK oF NOT CONSTITUTE LAND DEVELOPMENT ON BEHALF OF OR BY THE TOWNSHIP OR CONFORM TO AN APPROVED BMP OPERATIONS AND ST. JOSEPH THE WORKER CATHOLIC CHURCH
5. éMOOTH AND FIRM SEEDED AREAS WITH CULTIPACKER, OR OTHER SIMILAR EQUIPMENT, PRIOR TO SEEDING. > ;‘L@;EMLOS/F S}L’UEAFE’O&OTNHCEREBTCET\T%LO OTﬁRO%AE;jSXCF;)SQATSNF-’LUG. CONCRETE SHOULD EXTERD A OTHERW'SE CAUSE THE TOWNSH'P TO BE ENGAGED lN THE ALTERAT'ON OR MA'NTENANCE PLAN UNLESS AN EXCEPT'ON lS GRANTED lN SOLAR AR R AY
S GOVEN CRASS SEEDS WTH 1/4 INCH OF TOPSOIL WITH SUITABLE EQUIFMENT. 4. FOLLOWING CONCRETE CURING, BACKFILL REMAINDER OF EXCAVATION W/ LOW PERMEABILITY DEVELOPMENT OF LAND. BY SUBMITTING AN APPLICATION UNDER THE TOWNSHIP WRITING BY THE TOWNSHIP.
8. (I)l\:_S'_II"ﬁLRIEéERgSIQrI\(I)N%Ol;EEOkC%IEAIéT/ELSAVIYII:IERREMIAI\IIRIIS/(\;TE?S%NRBTS[I)E E’I?_SL\ISS AND APPLY STRAW MULCH AT A RATE COMPACTED STR’L’JCTURAL FILL MEETING USCS DESIGNATION OF CL OR CH. BACKFILL SHOULD STORMWATER MANAGEMENT PLAN’ THE DE\/ELOPER HEREBY AGREES TO |NDEMN”_‘Y’ TOWN SH'P OF SOUTH WH'TEHALL
9. WATER AN[§ I?AAINTAIN ALL LAWN AREAS; RESEED BARE OR THIN AREAS AS NEEDED TO ACHIEVE SESF;LSéCSE?A‘NNDERDL(;%EC%ES AND COMPACTED TO 95% OF MAXIMUM DRY DENSITY PER ASTM DEFEND, AND HOLD HARMLESS THE TOWNSHIP AND ALL ITS REPRESENTATIVES, LEHIGH COUNTY, PENNSYLVANIA
10 LngéBg-é)z[;Au%'\éRE THERE IS A HEAVY CONCENTRATION OF WATER AND IT IS IMPORTANT TO GET A QUICK S- PROVIDE POSITIVE DRAINAGE AWAY FROM SINKHOLE REPAIR AREA BY OVERFILLING, IF SERVANTS’ EMPLOYEES’ OFF|C|ALS AND CONSULTANTS OF AND FROM ANY AND ALL ALL DRAWINGS AND WRITTEN MATERIALS APPEARING HEREIN CONSTITUTE ORIGINAL
11' MYDROSLEDING SHALL BE AN AGCEPTABLE. ALTERNATIVE WHEN PERFORMED IN ACCORDANCE WITH PENNDOT 6. ALTERNATIVE METHODS OF REPARR MAY BE DEVELOPED BY THE GEOTECHNICAL ENGINEER BASED CLAIMS DEMANDS, CAUSES OF ACTION OR SUITS WHICH ARISE OUT OF OR RELATE SUBJAENCDT UT%pLJNBTLELELHEESTL]NAOLRER%EETRHTEY ARF\Q((;:}:HTTSECF%FESSL)NUECEE@UggETYHOE’ DARNADW\ANZE FOR e SYH DA6TE/20/25 ch')l:LEJ((:ZT N§501 "
" PUB. 408 SECTIONS 804 AND 805 AND APPROVED BY THE SITE ENGINEER. ON THE SITE CONDITIONS. TO THE REVIEW, APPROVAL, CONSTRUCTION OR OBSERVATION OF THE DEVELOPER’S THE PURPOSE OF COPYING THIS WORK, OR REVISING SAID DRAWING SHALL IN NO APPROVED BY SCALE SHEET NO C_ 9 2
DRAINAGE PLAN AND STORMWATER MANAGEMENT FACILITIES.” CIRCUMSTANCE BE ALLOWED WITHOUT THE EXPRESS PRIOR WRITTEN AUTHORIZATION : .
OF THE OWNER OF SUCH INTELLECTUAL PROPERTY RIGHTS. © 2025 JLO AS NOTED 6 OF 6
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! f SOURCE: LVPC GSI ZONING MAP: SOUTH WHITEHALL TOWNSHIP
! LOCATION MAP
/ SCALE: 1" = 1000’
NJE LANDS OF
SANISKI” MARTIN W & DIANE
PAR ID# 546782366023 1 !
]
'
LEGEND
PROPOSED
SITE BENCHMARK
50 SoE }% (o} IRON PIN
YARD U | CONCRETE MARKER [ ]
SETBACK 11\
¥ - - PROPERTY LINE
—_——_—_—_——_—-- RIGHT—OF—=WAY LINE
3 = e e SETBACK LINE
¥& N/F LANDS OF S e — EASEMENT LINE
R ST JOSEPH THE WORKER S
8 ~ PARISH CHARITABLE TRUST R L _ __ _ _ PAVEMENT
o%§ \ PAR ID# 546781173897 1 |% BUILDING
33 .~ s LOT 1 v CONTOUR
<8 e SE ] 370,783 SQ. FT CURB
{” 526,236 SQ. FT. ' : : NF LANDS OF
,' -~ > 12.0808 AC 8.5120 AC. ST JOSEPH THE WORKER DEPRESSED CURB
S . . PARISH CHARITABLE TRUST SAASASAARARARARAAS TREE LINE
: PAR ID# 546781520384 1 - ees === == )\|UNICIPAL BOUNDARY
— e — i — ZONING BOUNDARY
FENCE
T~ STORM SEWER
~__ LOT LINE N J STORM SEWER MANHOLE
Z TO BE. — , H INLET
~ DELETED f:;ﬁg{ ! SANITARY SEWER
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-~ T \ SURVEY NOTES:
— \ 1. TOPOGRAPHIC INFORMATION OBTAINED FROM SURVEY PERFORMED BY OTT
-~ CONSULTING, INC., ON APRIL 09, 2025.
\ 2. HORIZONTAL DATUM és BA)SED UPON PENNSYLVANIA STATE PLANE SOUTH ZONING DATA: 1] 10/9/25 PER TWP. CMNTS. B
=< ZONE 3702, NAD83 (2011). ZONING DISTRICT: RR-3, RURAL RESIDENTIAL-3
’1’2/\,- 3. VERTICAL DATUM IS BASED UPON NAVD88 GEOID12B. EXISTING REQUIRED ~ PROPOSED NO| DATE REVISION BY
0405,,};\ 4. THIS SURVEY IS SUBJECT TO EASEMENTS OF RECORD AND ANY OTHER MINIMUM LOT SIZE: 3.56 AC 3 AC 3.56 AC © 2025
J97 Grr~——a PERTINENT FACTS WHICH A TITLE SEARCH MAY DISCLOSE. MINIMUM LOT WIDTH: 215 FEET 200 FEET 215 FEET
5. UTILITY LOCATIONS SHOWN HEREON ARE FROM ABOVE GROUND MINIMUM YARDS: FRONT: 75 FEET 75 FEET 75 FEET
& Lo OBSERVATIONS AND MARK OUT OR PROVIDED PLANS AS ORDERED SIDE: 50 FEET 50 FEET 50 FEET
Q& p Tt THROUGH THE "PA ONE CALL” SERIAL NO. 20250972451. THE TYPE AND REAR: 50 FEET 50 FEET 50 FEET
NF LANDS OF o - / LOCATION OF THE UNDERGROUND AND OTHER UTILITIES IS NOT MAX. BUILDING HEIGHT: <50 FEET S50 FEET 50 FEET Z
ST JOSERH THE WORKER BENCHMARK ~ / GUARANTEED TO BE ACCURATE OR ALL INCLUSIVE. THE USER OF THIS MAX. LOT COVERAGE: 0% 75% 13% <
Péf?%;”ﬁ;;@iéfj 57/0?40577 ELEV=587.50 / ,/ RECORD OWNERS: SURVEY IS RESPONSIBLE FOR MAKING THEIR OWN DETERMINATIONS AS TO JONING DISTRICT 3 LOW DENSITY RESDENTIAL
/ # LOT 1: N/F ST. JOSEPH THE WORKER PARISH CHARITABLE TRUST  JH& LIPE AUD LOTATIONS OF UNDERGROUND AND OTHER UTILITIES AS ' EXISTING REQUIRED  PROPOSED _ID
, PIN # 546781173891, DOC ID: 2025012486 8. IF DIGITAL INFORMATION IS ALSO SUPPLIED, IT IS DONE SO FOR MINIMUM LOT SIZE: 9.01 AC 3 AC 8.53 AC ]
’ / LOT 2: N/F ST. JOSEPH THE WORKER PARISH CHARITABLE TRUST  INFORMATIONAL PURPOSES ONLY. THE ORIGINAL SIGNED AND SEALED MINIMUM LOT WIDTH: 619 FEET 200 FEET 619 FEET
/ PIN #: 546772519145, DOC ID: 2025012419 DOCUMENT IS THE DOCUMENT OF RECORD. MINIMUM YARDS: FRONT. 75 FEET 75 FEET 75 FEET < Z
y / 7. ACCORDING TO FEMA ON 5/05/2025 THE PROJECT AREA IS LOCATED IN gll-:DAEF% 5§OFEEETT 28 EEE 28 EEE Z O
/ : —
o [OT AREA TABULATION: ZONE X (AREA OF MINIMAL FLOOD HAZARD) MAP # 42077C0227F, MAX BUILDING HEIGHT- rSeriis 20 FEET 20 FeET = O
. EFFECTIVE DATE 7/16,/2004. MAX. LOT COVERAGE: 49% 75% 5%
, / N LOT 1: 392,482 SQ. FT. (9.0102 AC.) 8. RIGHT—OF—WAY INFORMATION SHOWN HEREON WAS TAKEN FROM DEEDS : : . . . . N
/ y < . AND MAPS OF RECORDS.
V. - LOT 2: 155,453 SQ. FT. (3.5687 AC.) SITE DATA: CIVIL ENGINEERS - SURVEYORS > <
R.O.W. DEDICATION: 21,699 SQ.FT. (0.4981 AC.) GENERAL NOTES: RECORD OWNER/APPLICANT:  ST. JOSEPH THE WORKER PARISH CHARITABLE TRUST o
N / : : 0
/ , ~<JCOMBINED LOT: 526,236 SQ. FT. (12.0808 AC.) 1. THE INTENT OF THIS PLAN IS TO DEPICT THE CONSOLIDATION OF TWO (2) 1879 APPLEWOOD DRIVE, LANDSCAPE ARCHITECTS < =
/ ’ N LOTS INTO ONE (1) LOT. OREFIELD PA 18069—9536 — |
/ 2. THE WORD "CERTIFY” IS AN EXPRESSION OF PROFESSIONAL OPINION BY DEED REFERENCE: Bv. ____ LEHIGH VALLEY OFFICE = O
)/ , ’ _ THE SURVEYOR AND/OR ENGINEER. "CERTIFY” DOES NOT CONSTITUTE A é%shéA$R§E§EiEE§E: Igggog—/:c—R—E—s———— P.0. BOX 386. EMMAUS. PA 18049 =
y GUARANTEE OR WARRANTY. : : e ) ) = ()
/ AN THE SOLE OVINER OF THIS PROPERTY IN PEACEFUL POSSESSION OF THE SAME AND THAL . | 3. ANY DISCREPANCIES, ERRORS, OR CONFLICTS DISCOVERED BY THE EXISTING USE: CHURCH/OTHER BUILDINGS P: 610-928-4690 www.OttE —
/ , THERE ARE NO SUITS CONTRACTOR AND/OR OWNER MUST BE IMMEDIATELY REPORTED IN WRITING PROPOSED USE: CHURCH/OTHER BUILDINGS ki w.ULtEDg.com L Z
, , . ’ TO THE ENGINEER BEFORE PROCEEDING WITH ANY CONSTRUCTION.
| HEREBY CERTIFY THAT THIS PLAN AND SURVEY ARE CORRECT IN ALL DETAILS / \ PENDING AFFECTING THE TITLE THEREOF_AND_ ALSO | HEREBY OFFER TO DEDICATE ALL PUBLIC 4. THERE ARE NO KNOWN ROCK OUTCROPS, STONE FIELDS, CLOSED WAIVERS REQUESTED: ALL DOCUMENTS PREPARED BY OTT CONSULTING INC. ARE INSTRUMENTS OF SERVICE FOR oz O
\ IMPROVEMENTS AND NOTED ROAD RIGHT—OF—WAY SHOWN ON THIS PLAN FOR PUBLIC USE AND WE , , o
TO MY BEST KNOWLEDGE AND BELIEF, AND THAT MONUMENTS WILL BE ’ , HEREBY AGREE TO EMPLOY A PROFESSIONAL LAND SURVEYOR TO PLACE ALL PROPERTY CORNERS TOPOGRAPHICAL DEPRESSIONS, OR OTHER FEATURES OF GROUND THE FOLLOWING WAIVERS OF THE TOWNSHIP SUBDIVISION AND LAND THIS PROJECT ONLY. ANY REUSE WILL BE AT OWNER'S AND/OR THIRD PARTY'S RISK. O
/7 \ SUBSIDENCE WITHIN THE PROPERTY BOUNDARIES THIS DOCUMENT HAS BEEN SEALED WITH EITHER A BLUE INK SEAL OR A RAISED CRIMP
ACCURATELY PLACED AS SHOWN ON THE PLAN. : / / ’ AND MONUMENTS IN THE LOCATIONS SHOWN ON THESE PLANS IN ACCORDANCE WITH THE MINIMUM : DEVELOPMENT ORDINANCE ARE REQUESTED: SEAL. UNAUTHORIZED ALTERATIONS MAY HAVE BEEN MADE TO THIS DOCUMENT IF A
\ ” — — SEAL IS NOT PRESENT. ALL DIMENSIONS MUST BE VERIFIED BY CONTRACTOR PRIOR TO
. v, ¢ STANDARDS OF THE "MINIMUM STANDARDS OF THE PROFESSIONAL LAND SURVEYORS MANUAL OF 1. SECTION 312-12(b)(15) — EXISTING AND PROPOSED CONTOUR INFORMATION COMMENCEMENT OF CONSTRUCTION. THE OWNER NUST BE NOTIFIED. OF ANY —
. * DISCREPANCIES BEFORE PROCEEDING WITH THE WORK.
QONWEA ( \ RECOMMENDED FOR APPROVAL ____ BY THE SOUTH WHITEHALL 2. SECTION 312—12(b)(21) — LOCATIONS AND WIDTHS OF ALL SIDEWALK, O
X ) TOWNSHIP PLANNING COMMISSION.  (DATE) TRAILS, DRIVEWAYS, STREETS, EASEMENTS, AND RIGHT—OF—WAY WITHIN 400 "CALL BEFORE YOU DIG” |
O, REGISTER O OWNERS SIGNATURE FEET OF THE TRACT. PENNSYLVANIA LAW REQUIRES 3 WORKING DAYS NOTICE
Of/A  rror «~ by REVIEWED: BY THE LEHIGH VALLEY PLANNING COMMISSION. J& FOR CONSTRUCTION PHASE AND 10 WORKING DAYS IN
N e SWORN AND SUBSCRIBED BEFORE THIS____ DAY OF (CHAIRMAN) (SECRETARY) PENNSYLVANIA ONE CALL SYSTEM, INC.
RHYN E. PETRE ENGINEER o GRAPHIC SCALE v 1-800-242-1776
? PLANNER DATE 20 SERIAL NO. 20250972451
i b PENATIEES - 60 0 30 60 120 240
SURVEYOR A ‘
$U-055631-¢ ‘\_\Y kS PROOF_OF RECORDING NOTARY PUBLIC BOARD RS ARD OF COMMISSIONERS OF THE ST. JOESPH THE WORKER CATHOLIC CHURCH
A4 d PLAN RECORDED IN THE OFFICE OF RECORDER OF DEEDS OF LEHIGH COUNTY, — ~~~~~~—~ APPROVED ______
NsyLyh 0 PENNSYLVANIA, IN DOCUMENT ID# ON THE (DATE) LOT CON SOL| DAT| ON
___DAYOF _____ , 20__, WITNESS MY HAND AND SEAL OF OFFICE TOWNSHIP OF SOUTH WHITEHALL.
TS DAY OF " Tho_ . ( IN FEET ) TOWNSHIP OF SOUTH WHITEHALL
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ALL DRAWINGS AND WRITTEN MATERIALS APPEARING HEREIN CONSTITUTE ORIGINAL
AND UNPUBLISHED WORK OF THE ARCHITECT/ENGINEER /SURVEYOR, AND ARE
SUBJECT TO INTELLECTUAL PROPERTY RIGHTS. REPRODUCTION OF THIS DRAWING FOR
THE PURPOSE OF COPYING THIS WORK, OR REVISING SAID DRAWING SHALL IN NO
CIRCUMSTANCE BE ALLOWED WITHOUT THE EXPRESS PRIOR WRITTEN AUTHORIZATION
OF THE OWNER OF SUCH INTELLECTUAL PROPERTY RIGHTS. © 2025
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|PLAN SHEET SIZE: 24"X36" ] SOILS TABLE WATERSHED:
TS ORIy JORDAN CREEK, HQ—CWF, MF
KEY | SOIL NAME SOIL GROUP SLOPES| ERODIBILITY COMPONENT
STREAM CLASSIFICATION:
BkD | BERKS WEIKERT B 15—25% MODERATELY - TRIB 03428 TO JORDAN CREEK
HQ—CWF, MF
BkF | BERKS WEIKERT B 25—-60% MODERATELY -
BuB | BUCHANAN CHANNERY LOAM c/D 3—8% | MODERATELY -
SOILS TYPE USE LIMITATION AND RESOLUTION TABLE
KEY | SOIL NAME LIMITATION RESOLUTION
SEVERE SLOPE; LIMIT AREA OF
BkD | BERKS WEIKERT EROSION HAZARD BARE g%é”_m@ﬂ%w SoIL
SEVERE SLOPE; LIMIT AREA OF
BkF | BERKS WEIKERT EROSION HAZARD BARE E?kéﬁz’ﬂ'#fcﬁﬂ” SoIL
SEASONAL HIGH USE PUMPED WATER FILTER
BuB | BUCHANAN CHANNERY LOAM WATER TABLE BAG FOR TRENCHES
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\ WATERSHED ‘ LEHIGH VALLEY OFFICE
Y SUBAREA 116 JORDAN CREEK P.O. BOX 386, EMMAUS, PA 18049
\ - WATERSHED P: 610-928-4690 www.OttEng.com

SUBAREA 172

\
\ ALL DOCUMENTS PREPARED BY OTT CONSULTING INC. ARE INSTRUMENTS OF SERVICE FOR
PR _ THIS PROJECT ONLY. ANY REUSE WILL BE AT OWNER'S AND/OR THIRD PARTY'S RISK.
T TTT— —— - THIS DOCUMENT HAS BEEN SEALED WITH EITHER A BLUE INK SEAL OR A RAISED CRIMP
T —_— - SEAL. UNAUTHORIZED ALTERATIONS MAY HAVE BEEN MADE TO THIS DOCUMENT IF A
T —_—— - SEAL IS NOT PRESENT. ALL DIMENSIONS MUST BE VERIFIED BY CONTRACTOR PRIOR TO
COMMENCEMENT OF CONSTRUCTION. THE OWNER MUST BE NOTIFIED OF ANY
DISCREPANCIES BEFORE PROCEEDING WITH THE WORK.
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ALL DRAWINGS AND WRITTEN MATERIALS APPEARING HEREIN CONSTITUTE ORIGINAL LEHIGH COUNTY, PENNSYLVANIA
AND UNPUBLISHED WORK OF THE ARCHITECT/ENGINEER/SURVEYOR, AND ARE DRAWN BY DATE PROJECT NO. DRAWING NO.
SUBJECT TO INTELLECTUAL PROPERTY RIGHTS. REPRODUCTION OF THIS DRAWING FOR DH 6/20/25 | STJC 2501
THE PURPOSE OF COPYING THIS WORK, OR REVISING SAID DRAWING SHALL IN NO
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